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Sandwich Mounts 

 
A range of sizes and styles can be manufactured, incorporating mounting 
holes and/or stud fastenings and one or more interleaves.  Minimum order 
quantities may apply unless parts are available from stock. 
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MTG-MTG1177 

 

Sandwich Mounts:  Section 19 
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Note: There is a possible deviation of ±20% in the above load/deflection graphs due to production and hardness tolerances 
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Sandwich Mounts Cont’d:  Section 19 

MTG-MTG1109 

MTG-MTG2619 
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Note: There is a possible deviation of ±20% in the above load/deflection graphs due to production and hardness tolerances 
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It is possible to Manufacture 
Mountings from Rail as   
illustrated.  The rail can be 
supplied as manufactured in 
2 metre lengths, or can be 
cut and drilled to meet the 
customer’s individual  
requirement.  This process 
has the added advantage 
that no tooling is normally 
required. 3 

 
Plate drilled etc…. 
to meet specifications 

 
Appropriate Rail Type 
and Size selected 
from Rail table 
(Section 16) 2 

 
Rail cut to give the 
required length of 
Rectangular Buffer 

1 

Mountings Cut From Rail 



 

GMT RUBBER-METAL-TECHNIC LTD.  The Sidings, Station Road, Guiseley, Leeds, West Yorkshire, LS20 8BX, U.K. 

Tel: (+44)(0)1943 870670     Fax: (+44)(0)1943 870631     E-mail: sales@gmtrubber.com     www.gmtrubber.com       GMT RUBBER-METAL-TECHNIC LTD 

 

 

Side Bearer Mountings 

 
A range of sizes and styles is available from existing tooling.  Some parts may 
be available from stock although they are normally manufactured to meet 
customers’ requirements. 
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Side Bearer Mountings:  Section 20 
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